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WELDING THE FUTURE

PANTHER SHORT GLOVE

A Professional short cuff glove designed for
precision , dexterity and close control.

The supple goat-grain leather palm provides
excellent feel , flexibility , while the Cow split back
and cuff adds durability and protection. A close
fitting keystone thumb design offers natural hand
movement and control.

FEATURES

Part Number P3832
Thumb Type Keystone
Reinforced Thumb No
Reinforced Hand No
Reinforced Cuff No
Added Features C.Iose ft for
maximum control
Comfort Best
Abrasion Resistance Average
Lined Yes
Kevlar Stitched Yes
Welted Seams No
Cuff Type Glove
Cuff Length 50 mm
Cuff Width 140 mm
Leather Type - Cuff Goat Grain
Leather Type - Back Split Cowhide
Leather Type - Palm Goat Grain
Overall Durability Good
{ - This information is subject to change and was accurate to the best of our knowledge REV.01
' at the time of printing. Please refer to www.parweld.com for the latest revision. TDS-3832 EN
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SPECIFICATIONS
P3832
Operating Temperature -10 to +40 °C
Weight 195 ¢
Country of Origin Pakistan & India

Certifications C€ CE, EN407 413XXX, EN388 2132X

APPROVALS - EN388:2016 +A1:2018 CLASSIFICATIONS APPROVALS - EN407:2020 CLASSIFICATIONS

©

Protection Against Gloves Thermal Resistance Gloves
Mechanical Damage P3832 for Welding Gloves P3832

Abrasion 2 Limited Flame Spread 4

Blade Cut 1 Contact Heat 1

Tear 3 Convective Heat 3

Puncture 2 Radiant Heat X

TDM Cut Small Splash of Molten Metal X
Dexterity (EN21420:2020) Large Splash of Molten Metal X

ORDERING INFORMATION

Model Small /7 Medium / 8 Large /9 X-Large / 10 XX-Large / 11
P3832 P3832/8 P3832/9 P3832/10 P3832/11
Size Circumference (cm) Length (cm)
Medium / 8 22 -24 19.0
Large /9 23-25 20.5
X-Large / 10 24 - 26 21.5
XX-Large / 11 25-27 22.0
\
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- ‘ A: Measure - B: Measure the
‘\ around the top tip of the middle
of your palm as finger to the base
shown above. of the Palm.
o Do not include o
= the thumb in this S
measurement.
< - This information is subject to change and was accurate to the best of our knowledge at the REV.01
' time of printing. Please refer to www.parweld.com for the latest revision. TDS-3832 EN
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